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To ensure you purchase the correct hanging bracket accessory for your chosen hanging magnetic sweeper, find the model and size of 
your hanging magnetic sweeper in the first two columns of the table below and the required “hanging bracket model”
is given on the same line/row, as either ‘“A”, “B”, or “C”. “N/A” indicates a hanging bracket model is not available.

Hanging 
Sweeper Model 

Size Hanging 
Bracket 
Model

Hanging 
Sweeper 
Weight (lbs)

Hanging 
Bracket 
Weight (lbs)

2 inch 
Receiver 
Mount 
Bracket 
Weight (lbs)
(if used)

Total Weight 
(lbs)

Minimum 
Tongue 
Weight 
Rating (lbs) 
Required

Minimum 
Receiver 
Hitch Class 
Required

Aether 62 C 230.3 49 20 299.3 499 Class III 
Aether 74 C 264.3 49 20 333.3 556 Class IV
Aether 86 C 297.3 49 20 366.3 611 Class IV
Aether 98 C 330.3 49 20 399.3 666 Class IV
Aether 62 D 230.3 62 20 312.3 521 Class III 
Aether 74 D 264.3 62 20 346.3 577 Class IV
Aether 86 D 297.3 62 20 379.3 632 Class IV
Aether 98 D 330.3 62 20 412.3 687 Class IV
Alpha 86 C 309.3 49 20 378.3 631 Class IV
Alpha 98 C 342.3 49 20 411.3 686 Class IV
Eiger 3x3 38 A 55.0 30 20 105.0 175 Class II
Eiger 3x3 50 A 69.5 30 20 119.5 199 Class II
Eiger 3x3 62 B 83.4 42 20 145.4 242 Class II
Eiger 3x3 74 B 97.8 42 20 159.8 266 Class II
Eiger 3x3 86 B 112.2 42 20 174.2 290 Class II
Eiger 3x3 98 B 126.2 42 20 188.2 314 Class II
Eiger 3x3 62 E 83.4 57 20 160.4 267 Class II
Eiger 3x3 74 E 97.8 57 20 174.8 291 Class II
Eiger 3x3 86 E 112.2 57 20 189.2 315 Class II
Eiger 3x3 98 E 126.2 57 20 203.2 339 Class II
Eiger 4.5x4.5 38 A 124.4 30 20 174.4 291 Class II
Eiger 4.5x4.5 50 A 158.4 30 20 208.4 347 Class II
Eiger 4.5x4.5 62 B 191.8 42 20 253.8 423 Class III 
Eiger 4.5x4.5 74 B 225.8 42 20 287.8 480 Class III 
Eiger 4.5x4.5 86 B 258.8 42 20 320.8 535 Class IV
Eiger 4.5x4.5 98 B 291.8 42 20 353.8 590 Class IV
Eiger 4.5x4.5 62 E 191.8 57 20 268.8 456 Class III 
Eiger 4.5x4.5 74 E 225.8 57 20 302.8 513 Class III 
Eiger 4.5x4.5 86 E 258.8 57 20 335.8 568 Class IV
Eiger 4.5x4.5 98 E 291.8 57 20 368.8 623 Class IV
Erebus 62 D 248.5 62 20 330.5 551 Class IV
Erebus 74 D 291.8 62 20 373.8 623 Class IV
Erebus 86 D 327.3 62 20 409.3 682 Class IV
Erebus 98 D 357.6 62 20 439.6 733 Class IV
Gobie 14 N/A 90.0 N/A 20 N/A N/A N/A
Gobie 20 N/A 120.0 N/A 20 N/A N/A N/A
Gobie 26 A 152.0 30 20 202.0 337 Class II
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Hanging 
Sweeper Model 

Size Hanging 
Bracket 
Model

Hanging 
Sweeper 
Weight (lbs)

Hanging 
Bracket 
Weight (lbs)

2 inch 
Receiver 
Mount 
Bracket 
Weight (lbs)
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Total Weight 
(lbs)

Minimum 
Tongue 
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Minimum 
Receiver 
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Required

Gobie 32 A 182.0 30 20 232.0 387 Class III 
Gobie 38 A 216.0 30 20 266.0 443 Class III 
Gobie 44 A 246.0 30 20 296.0 493 Class III 
Gobie 50 A 278.0 30 20 328.0 547 Class IV
Gobie 56 B 308.0 42 20 370.0 617 Class IV
Gobie 62 B 342.0 42 20 404.0 673 Class IV
Gobie 68 B 372.0 42 20 434.0 723 Class IV
Gobie 74 B 404.0 42 20 466.0 777 Class V
Gobie 80 B 434.0 42 20 496.0 827 Class V
Gobie 86 B 468.0 42 20 530.0 883 Class V
Gobie 92 B 498.0 42 20 560.0 933 Class V
Gobie 98 B 530.0 42 20 592.0 987 Class V
ISO 62 A 210.0 30 20 260.0 433 Class III 
ISO 74 B 251.0 42 20 313.0 522 Class IV
ISO 86 B 292.0 42 20 354.0 590 Class IV
ISO 98 B 332.0 42 20 394.0 657 Class IV
Khamsin 62 A 191.8 30 20 241.8 403 Class III 
Khamsin 74 B 225.8 42 20 287.8 480 Class III 
Khamsin 86 B 258.8 42 20 320.8 535 Class IV
Khamsin 98 B 291.8 42 20 353.8 590 Class IV
Nyx 62 E 204.6 57 20 281.6 469 Class III 
Nyx 74 E 252.5 57 20 329.5 549 Class IV
Nyx 86 E 291.1 57 20 368.1 614 Class IV
Nyx 98 E 324.5 57 20 401.5 669 Class IV
PYR 3x3 38 A 42.3 30 20 92.3 154 Class II
PYR 3x3 50 A 54.8 30 20 104.8 175 Class II
PYR 3x3 62 B 66.8 42 20 128.8 215 Class II
PYR 3x3 74 B 79.3 42 20 141.3 236 Class II
PYR 3x3 86 B 91.3 42 20 153.3 256 Class II
PYR 3x3 98 B 103.8 42 20 165.8 276 Class II
PYR 3x3 62 E 66.8 57 20 143.8 215 Class II
PYR 3x3 74 E 79.3 57 20 156.3 236 Class II
PYR 3x3 86 E 91.3 57 20 168.3 256 Class II
PYR 3x3 98 E 103.8 57 20 180.8 276 Class II
PYR 4.5x4.5 38 A 126.2 30 20 176.2 294 Class II
PYR 4.5x4.5 50 A 160.2 30 20 210.2 350 Class III 
PYR 4.5x4.5 62 B 193.6 42 20 255.6 426 Class III 
PYR 4.5x4.5 74 B 227.6 42 20 289.6 483 Class III 
PYR 4.5x4.5 86 B 260.6 42 20 322.6 538 Class IV
PYR 4.5x4.5 98 B 293.6 42 20 355.6 593 Class IV
PYR 4.5x4.5 62 E 193.6 57 20 270.6 426 Class III 
PYR 4.5x4.5 74 E 227.6 57 20 304.6 483 Class III 
PYR 4.5x4.5 86 E 260.6 57 20 337.6 538 Class IV
PYR 4.5x4.5 98 E 293.6 57 20 370.6 593 Class IV
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Remoras 38 N/A 155.0 N/A 20 N/A N/A N/A
Remoras 50 N/A 204.0 N/A 20 N/A N/A N/A
Remoras 62 N/A 251.0 N/A 20 N/A N/A N/A
Remoras 74 N/A 296.0 N/A 20 N/A N/A N/A
Remoras 86 N/A 344.0 N/A 20 N/A N/A N/A
Remoras 98 N/A 389.0 N/A 20 N/A N/A N/A
Wrasse 2x5 26 A 23.5 30 20 73.5 123 Class II
Wrasse 2x5 38 A 35.0 30 20 85.0 142 Class II
Wrasse 2x5 50 A 46.5 30 20 96.5 161 Class II
Wrasse 2x5 62 B 58.0 42 20 120.0 200 Class II
Wrasse 2x5 74 B 69.5 42 20 131.5 219 Class II
Wrasse 2x5 86 B 81.0 42 20 143.0 238 Class II
Wrasse 2x5 98 B 92.5 42 20 154.5 258 Class II
Wrasse 3x3 26 A 27.5 30 20 77.5 129 Class II
Wrasse 3x3 38 A 40.0 30 20 90.0 150 Class II
Wrasse 3x3 50 A 52.5 30 20 102.5 171 Class II
Wrasse 3x3 62 B 64.5 42 20 126.5 211 Class II
Wrasse 3x3 74 B 77.0 42 20 139.0 232 Class II
Wrasse 3x3 86 B 89.0 42 20 151.0 252 Class II
Wrasse 3x3 98 B 101.5 42 20 163.5 273 Class II
Wrasse 4.5x4.5 26 A 65.0 30 20 115.0 192 Class II
Wrasse 4.5x4.5 38 A 92.5 30 20 142.5 238 Class II
Wrasse 4.5x4.5 50 A 120.0 30 20 170.0 283 Class II
Wrasse 4.5x4.5 62 B 147.5 42 20 209.5 349 Class II
Wrasse 4.5x4.5 74 B 175.0 42 20 237.0 395 Class III 
Wrasse 4.5x4.5 86 B 202.5 42 20 264.5 441 Class III 
Wrasse 4.5x4.5 98 B 230.0 42 20 292.0 487 Class III 


